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tions, Refs. 1 and 7 of this report ,  and a paper "On the Pressurized Torusff 
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AIAA Second Aerospace Science Meetingi New York, January 25-27 , 1965. 
The NASA Technical Representative was Dr.  Robert W. Leonard. The 
Principal Investigator, Dr.  Peter F.  Jordan, was assisted in the analysis work 
by M r .  Philip E. Shelley, while Mr .  Robert J. Edwards was in charge of the 
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ABSTRACT aqaq8 (-j 
The behavior of a thin shell of revolution with a crown (example: torus) 
rather than a pole (example: sphere) is decisively determined by the shell 
mechanism a t  the crown. This fact permits an asymptotic analysis, which is 
so formulated that the solving functions become almost invariant with respect 
to the transition from the shell without internal pressure to the pressurized 
membrane. The transition range is discussed, in particular the transition to 
the membrane limit. Relations to previous formulations a r e  given. Tests in 
which a 54-inch diameter torus shell was  subjected to both pressurization and 
axial load led to excellent agreement, in general, with 
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I. INTRODUCTION 
The problem to be discussed in this paper is that of a thin-walled shell of 
revolution with a crown ("torus-type shell") ; of particular interest  is the 
effect of an internal pressure p on the behavior of this shell. The s t resses  
and deformations that arise from pressurization alone are one subproblem ; 
the reactions of a pressurized shell to an external load are the second. Fo r  
the f i rs t ,  linear membrane theory, though it is inconsistent mechanically, 
yields a fair approximation to the direct s t resses  that determine the design; 
the problem is to determine the corrections that, if  added to the result of 
linear shell theory, produce a consistent solution. Fo r  the second subproblem, 
linear membrane theory has  no answer. 
In Ref. 1, the problem was  discussed, in t e rms  of a quasi-linear shell 
theory, in a formulation that makes it apparent that there has  to be a continuous 
transition between the two limit cases ,  the unpressurized shell which has only 
bending stiffness, and the pressurized membrane which has only pressure 
stiffness. In fact, there is a remarkable qualitative similarity between the 
two limit solutions. Indeed, the mathematical problem, though it is of second 
order  in the membrane limit, of fourth order elsewhere, with a continuous 
shift in emphasis from the second order  to the fourth order  t e rm between the 
two limits,  is always a problem with a double transition point, and this deter- 
mines the essential character of the solution. 
The existence of a double transition point has  the effect that the crown 
mechanism, the shell mechanism which occurs in a close neighborhood of the 
crown (i. e. , the transition point) becomes the decisive mechanism which 
dominates the behavior of the shell. This,  in turn,  has  the effect that an 
asymptotic formulation of the analysis, a formulation in which only the shell 
parameters  at the crown itself do appear, becomes sufficiently accurate f o r  
most practical purposes in a large range of applications. 
This fact can be stated in a precise form by means of the formal solution 
of the membrane problem that is given in Ref. 7 (it had been utilized earlier 
4 by Clark in an investigation of the unpressurized torus). Based on it, the 
axial stiffness of the torus shell was determined throughout the transiti6n range 
of Ref. 1. 
1 
It w a s  shown in Ref. 1 that the asymptotic solution is described by a pair  of 
transcendental functions which, in the two limits, are equivalent with functions 
defined b y  Clark and by Sanders and Liepins . An evaluation, more accurate 
than the approximation given in Ref. 1, of the transition itself was given by 
5 
Rossettos and Sanders . However, the relations between the various presenta- 
tions were not clear.  In Chapter I1 of this paper, a formulation is developed 
which makes the solving fuiiciivns almost invariant with respect to the transi- 
tion; the relations between the various presentations are established, and the 
transitions to the two limits a r e  discussed in detail. In particular, an  
asymptotic presentation of the transition to the membrane limit is given. 
3 
In Chapter 111, the results of the asymptotic analysis are compared with 
experimental results,  and are shown to be adequate for their  purpose. More 
refined methods of analysis are discussed in Chapter IV. 
Appendix A describes a computer program that has been developed, and has 
4 , 5 , 6 *  been used to check and improve the reliability of published tabulations 
this program can be used to solve the problem in its more general formulation, 
without recourse to the asymptotic simplification. Appendix B describes the 
details of the test program. Appendix C,  a brief discussion of a paper by 
A.  Kalnins’, to be published, is concerned with a point that has sometimes led to 
conceptual difficulties. 
9 
2 
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11. ASYMPTOTIC SOLUTION O F  THE SHELL EQUATION 
1. Asymptotic Formulation 
The fourth order differential equation which describes the problem of the 
thin-walled, pressurized torus-type shell, loaded axially, reads in its simplified 
(asymptotic) form [compare Ref. 1, Eq. (40)] 
4 6 -lY 
fx2 - Ak f" + Bk f E k2P(x) + xOkx 0 
This equation, which forms the basis of our  discussion, is briefly described 
next. The unknown function f =f (x) which is closely related to the meridional 
shell rotation p 
xO 6 cos 9 = f(r-a) - 0 
describes a l l  stresses and deformations of the shell; thus the solution of Eq. (1) 
is equivalent to the solution of the shell problem. 
Some of the notation is indicated in Fig,  1 where rR is the axis distance of 
a shell point, R the meridional radius, a the opening ratio, +o the meridional 
tangent angle of the undeformed shell. Thus (r-a) is the nondimensional hori- 
zontal distance from the crown point r = a (+o = 0) of the undeformed shell. Equa- 
tion (1) as such is not confined to the circular torus with uniform wall thickness 
h and uniform internal pressure p ;  R ,  h and p may vary (slowly) along the shell 
meridian. In this general case (which is not discussed here  in detail; reference 
is made to Ref. 1) R, h and p are always understood, in the present formulae, 
to be the respective values at the crown r = a. 
The independent variable x of Eq. (1) is  derived from the coordinate (r-a) 
by rIieaii8 of the stretching trzincfnrm-at.ion 
x = k(r-a) 
(= k sin + in the case 
0 
of a circular torus) 
( 3) 
3 
I 
1 Lower crown- 
Fig. 1. Circular Torus Shel l  Under Axial Load P 
4 
where k is a constant, so f a r  arbi t rary.  
presents the pressure stiffness, the fourth order term the bending stiffness of 
the shell; we have 
The second order  differential term re- 
pR Ak4f" I Eoa 2 k 4 d2f ; E Eh 
dx 
It is desirable to choose k such that the sum of the two products 
6 - ; B = B k  4 - A z Ak 
is of order  O( 1). In this case the length 2R/k becomes a measure of the effective 
width of the crown range, the range where the crown mechanism, which domi- 
nates the behavior of a shell with an unrestrained crown and which is the subject 
of the present investigation, takes place. If the thickness ratio h/R and the ref- 
erence strain cO (a mean value of the strain produced by pressure) a r e  both 
small  enough to justify the use of quasilinear theory, and if furthermore the 
opening ratio a is not very large (this we also assume henceforth) then k will be 
a fairly large number. 
The two stiffness te rms ,  Eq. (4), a r e  asymptotic simplifications. To be more 
exact, we would have to replace f" by 
- 1v and would have a correspondingly refined expression for f 
e - .  . of order  l /a.  These constants would also contain coefficients of ser ies  
describing H, h and p if  these quantities would vary along the shell meridian. 
However , as k is fairly large, the solution of the asymptotically simplified 
equation Eq. (1) will  describe the overall behavior of the shell with an accuracy 
that is sufficient for most practical application. This statement will be seen to 
be confirmed by our experimental results.  
, with constants d ,  
5 
The first te rm on the right hand side of Eq. (1) arises f rom the pressure 
load on the undeformed shell. In the case that R ,  h and p are constants, we 
have 
b(x) = - a cos 2 4)o 
2r  
A modified expression a r i ses  if these quantities vary along the meridian. The 
second term allows for a crown shift, that is, a deformation of the shell meridian 
such that its crown 4 = 4 + p = 0 is shifted inward, with respect to the original 
c r c m  p e h t  
0 
= 0, by the distaczc xoR, '0 
2 .  Normalized Solutions Tn 
In discussing the solution f of Eq. (1) we confine our present attention to 
those solutions for which the differential t e rms  in Eq. (1) disappear away from 
the crown, such that, as 1x1 increases, 
This limit for f represents a result of linear membrane theory; it has a singu- 
larity, and is hence meaningless mechanically, for x - 0 ,  but the mechanically 
correct solution coverges toward it as 1x1 increases to 0 (1), and becomes 
practically undistinguishable f rom it for 1x1 > 4,  say, supposing that the bound- 
aries of the shell a r e  sufficiently far away from the crown. 
- -  
Suppose that, for a given set ( A ,  B) of parameter values, Eq. (5), we have 
obtained the two solutions, T and T1, of the equation 0 
n Tnx2 - KT; + sFlv n = x (n = 0,l) 
n-2 Tn+ x for 1x1 -c oo 
6 
(9) 
Then, if we further wri te  
2 2 1 1  a -1 x 
2ar k (= 5 - 2a (t) - (-) for  the uniform circular 
we have 
f = E  k c T  - k c T  
0 ( 2 0  0 1 1  
within the accuracy of the asymptotic analysis. 
The task that remains is to prepare a tabulation of a suitable set  of basic solu- 
tions Tn. The first problem that arises in this  respect is how best to choose k, 
and thus the set of parameters ( A ,  B) for Tn, for any given set of mechanical 
parameters (A ,  B). One will, of course, choose k such that ( A ,  B) becomes a 
one-parametric set. 
- -  
- -  
- -  
A s  an example, we might choose k such that the resulting set (A ,  B) =- 
(A , B ) fulfills the condition 
2 2  
A -* 
The set of solutions Tn that belongs to this set (A , B ) we denote by T i  
There are two limit cases: (A , B ) = (0, 1), the case of zero internal pres- 
sure  p ,  and (A , B ) = (1, 0),  the case of a membrane shell without bending 
stiffness. The intermediate range, O<A < 1 ,  may be called the transition 
range, and A may be considered as the single transition parameter that de- 
scribes the nature of the given mechanical problem. 
-* -* 
-* 2 
2 
A 
7 
The two limit se t s  T i  have been discussed in Ref. 1 (where they are de- 
noted by Sn and Tn respectively). They are shown in Fig. 2 ,  where their X- 
coordinate is denoted by x , together with the functions, 1 / ~ * ~  for n = 0 ,  l/x 
* * 
* 
for  n = 1 ,  toward which they converge as Ix I -. 0 0 .  + 
Inspection of Fig. 2 reveals that there is a qualitative similarity between 
the two sets  of limit solutions Ti,and suggests that there should be a continuous 
transition between the two limits as the transition parameter A is increased 
from zero to one. It further suggests that the similarity of the two limit sets 
might be enhanced considerably if k, and thus ( A ,  B), would be defined not by 
Eq.  (11) but by the condition 
--* 
- -  
=) T (0) = 1 (To x = 0 0 
0'  
which normalizes the amplitude of the function T 
The two normalized limit se t s  T are shown in Fig. 3 .  Their close similarity n 
is indeed striking; it is particularly interesting that this applies not only to the 
functions To, where, to a degree, it  is a direct consequence of Eq.(12),  but it 
applies simultaneously to the functions T Implied by this similarity is of 
course a corresponding similarity, in their  mechanical contributions to the 
crown mechanism, of the two types of shell stiffness, bending stiffness and 
pressure stiffness .t 
1' 
It further turns out (see below) that the transition between the two limit sets 
Tn is quite smooth, almost linear, if it is plotted over a suitable transition 
parameter. The normalized set Tn is thus a particularly convenient basis for 
practical analyses as well as for comparing the crown mechanisms in different 
par ts  of the transition range; in consequence, it is used as such a basis in our 
subsequent discussions. In what follows, Tn, A and 
normalized quantities. 
- 
always refer to the 
tCompare, for instance, the similarity of the two limits of the normalized de- 
formation curve, Fig. 5 of Ref. l .  
8 
71; 1 ,
X* 
: I  
i r  
: 1.2-  . .  
L I I I I 
-5 -4 -3 -2 -1 
I I I I 1 
1 2 3 4 5 
x* = k __t 
--0.2 
Fig. 2. Basic Solutions T:
9 
E- 
E- 
N 
m 
I I  
10 
The relation between and does not follow directly from Eq. (12), and it 
appear's necessary to calculate T in two steps. Suppose that Eq.(9) has been 
solved for a given pair (A , B ) [.t necessarily one that obeys Eq. (ll)]. Denote 
the 'corresponding x-coordinate by x , and define T*" = d2T*/dx*2, etc.  Thus * n n 
- - 
A B -T;(O) T i  (0) 
0 (-1/3) i3/3 (1/3)! [2(1/3) ! (-1/3) !] -' 
( -1/3)!2 
sz 0.8277 = 0.4870 = 0.4135 
A/4A A 0 1/A 
= 1.7188 = 0.5818 z 0.4570 
2 Set K = To* (0) and apply the transformation 
c 
A V ( W  
2 <(1/3)! 
= 1.1818 
(-1/4) ! 2 - A 1 /4, fl 
1.2158 
n 2 
Tn KX* E X ; K T* = n 
Then 
and To (0) = 1. It follows that the Tn are the required normalized solutions, 
a n d t h a t A = A K  , B = B K .  - - * 4 -  " 6  
n' A s  the limit functions T: , Fig. 2, are we l l  known, the limit functions T 
Fig. 3, are readily determined by means of Eq. (14). Some significant numeri- 
cal  values are listed in the table that follows: 
11 
Among the numbers listed, the constant 
c E ) ( 1 - x T l ) d x  
0 
determines the stiffness of the complete circular torus under axial load. 
Significant properties of the functions Tn have been investigated throughout 
the transition range, partly on the basis of available tabulations, partly by 
means of computer programs that were prepared for  this purpose. The re- 
sults wil l  be presented la ter ;  first, the relations to the existing tabulations will 
be discussed. 
From inspecting either Eq. (9) o r  Fig. 3 ,  one would expect that the complete 
transition, from one limit to the other and including both limits, should not in- 
volve any specific difficulties. On the other hand, the relations between the 
available tabulations are not immediately obvious. The membrane limit (B = 0) , 
first discussed by Jordan2, was brought into an asymptotic form by Sanders and 
Liepins . The zero pressure limit (A = 0) w a s  discussed in particular by Clark . 
The approaches used to formulate these theories differed in the two limit cases;  
the present joint formulation, developed in Ref. 1, is a generalization of Ref. 2 ,  
to which the tabulations of Ref. 3 are fairly directly related, but incorporation 
into Ref. 1 of the functions tabulated in Ref. 4 required a transformation the 
significance of which was  not discussed in Ref. 1. 
3 4 
For the analysis of the transition range proper,  an approximate procedure 
w a s  used in Ref. 1. This procedure, while it did not involve any difficulties 
near the limits, did however involve a piecing together of two branch solutions 
in the center of the transition range. Rossettos and Sanders5, on the other hand, 
in discussing the transition range, used a formulation which, while it is con- 
tinuous throughout this range, deteoriates as either limit is approached. 
In Ref. 5 ,  tables are given which (include the limit A = 0 but not the limit 
B = 0) a r e  the only tabulations available for  the transition range. In the next 
two sections, relations between Ref. 5 and the present presentation will be 
established, and the transition will be discussed. In the subsequent sections, 
the behavior at the limits will be investigated. 
- 
12 
3 .  Relations to the Formulation of Rossettos and Sanders 
In order  to split the fourth order differential equation Eq. (9), with T -1v de- 
fined according to Eq. (4), into a system of two second order  differential equa- 
tions, introduce new functions fn by 
XT = f ; XT = (1 + C ) f l  - C 0 0  1 
where C = 2B T i  ( O ) / x  
with the alternative form 
f l  - - 
XT1 - 1 - fl(0) 
With this, and by introducing auxiliary functions gn, Eq. (9) becomes 
- 
-Af + S f "  - xgn = 0 n n 
n + xfn = x 
This system closely resembles the systems Eqs. (56) and (57) in Ref. 5 which 
define tabulated functions fA,  fB, gA and g and which read, if we use x here 
as the coordinate for  these functions and read fA as d fA/d x , e tc . ,  B II 2 -2 
--/IfA + f6 - xgA - 
g" + X f A  - 
= 0 
= 1 A 
- 
-pfB + fB - xgB = 0 
gB + x f  = -2 I 1  - B (21) 
c 
6 That is ,  in Ref.5 k is chosen such that Bk 
parameter p :  
= 1. Th-3 defines a transition 
The transformations that relate Eqs. (19), (20) and (21) resemble the trans- 
formation Eq. (14) : 
2 
f 0 = K f  A ; g O = g A  
3 
B ; 81 = -gB f = -f 1 
The normalization condition Eq. (12) requires 
T (0) = f d  (0) = K 2 fd, 
0 
- 
; x =  KX 
- 4  ; AK = p  
0) = 
This determines K ,  and leads to the following expressions for the quantities 
listed in (16) : 
14 
4 .  Interpolations Through the Transition Range 
The formulation of Ref. 5, and hence the relations in Eq. (24) ,  involve cer- 
taig difficulties as p -, 0 (zero pressure limit) o r  p + W  (membrane limit). The 
solution of Eq. (21) f o r  p -0 is f =-1; g B B 
and T1 thus becomes undetermined. In the limit p + Eqs. (20),  (21) become 
useless.  Indeed, large values of p contradict a requirement that was  spelled 
out in connection with Eq. (5). A consequence is that, in te rms  of the coordinate 
x ,  the crown range increases) indefinitely as p + -. 
= 0 ;  correspondingly, C -+ 00 in Eq. (18),  
- 
On the other hand, if  A, 6 * * * , calculated by means of Eq. (24) from the 
numerical values of Ref. 5, are plotted over A together with their  exactly known 
limit values (16),  a continuous and almost linear behavior is found that includes 
both l imits.  However, A is not a practical transition parameter for several rea- 
sons; 
parameters ,  A and B,  and 
A practical transition parameter is 
cannot, in general, be calculated directly from the given mechanical 
is a transcendental number at the membrane limit. 
-3/2 -2/3 - A p* = ( 1 + 4 P  ) - 
- (A3'2 + 413)2/3 
+ -  ' for p -. o 
42/3 
* * 
Thus p = 0 designates the zero pressure limit, p = 1 the membrane limit. * 
Plotted over p , Fig. 4 ,  both 
ture.  (A  fairly large gap, fo r  which no intermediate values are available, exists 
between p = 1 and p = 5). 
+By "crown range" is meant that range around x = 0 where the functions Tn differ 
and describe smooth curves with little curva- 
2 appreciably from the functions l / x  and l /x  respectively toward which they 
converge as I x I increases.  Figure 3 shows that, in te rms  of the coordinate 
x, this crown range is practically invariant with respect to the transition 
parameter .  
1. 
1. 
1. 
1. 
0. 
0. 
0. 
0. 
P- 
10 15 m 0 0.1 0 .3  0.5 1.0 5 
I I I I I 1 1  
Fig. 4. The Transition Range 
16 
The quantities -T:( 0) , T;(O) and c ,  which vary relatively little between 
the two limits,  are shown in Fig. 4 by means of interpolation functions +, formed 
in al! three cases  as is shown here for c 
In viewing the points for $ in Fig. 4, one has to realize that not only are the 
differences which $ interpolates relatively small but that, furthermore, applica- 
tion of Eq. (24) involves itself the formation of small differences of large num- 
bers  in some cases.  This applies in particular to the integral c ;  here,  even 
though the respective tables of Ref. 5 give 4 o r  3 significant digits, the points 
for $ are badly defined and their apparent scatter simply indicates this uncer- 
tainty. 
Another fact that has to be taken into consideration is that the tables of Ref. 
5 are not always exact to the last digit given. An example: From Eqs.  (16) and 
(24) 
f '  (0) = (-1/3)!/ @ = 0.9388929 . . . A p=O 
while Ref. 5 gives 0.9386. This is not an isolated misprint; rather,  the f i  = 
table of Ref. 5 deviates by about the same amount down to x = 1 .0  (as is readily 
established by comparison with the table for T i  in Hethnyi and Timms ). 
Prompted by this observation, we computed the numbers that determine T6( 0) 
and T;(O) according to Eq. (24) fo r  p = 1, 5 ,  10 and 15 by an accurate method 
(see Appendix A).  The e r r o r s  in Ref. 5 that we found remained constant in 
overall magnitude over the p-range, and were small  enough so that their ef- 
fect is not visible in Fig. 4, except for p = 15,  where the $-points for T:(O) 
and T '  (0) deviate from respective smooth curves that would include the point 
6 
1 
= 1 for  p ---. (Indeed, the sensitivity of Eq. (24) increases as P --t w . )  On the 
other hand, the $-points fo r  p = 15 that we calculated from our accurate results 
lie on the curves that are drawn in Fig. 4. These curves we defined more pre- 
cisely by determining their tangents at the limit p + W. How this was achieved 
wi!! be discussed helnw following - a discussion of the limit p = 0. 
Summarizing Fig. 4:  the three $-curves a re  fairly similar in nature. but 
are not identical. 
Figure 4 is characteristic of the nature of the transition. Corresponding 
+-curves can be drawn fo r  any other quantity, e.  g. , for Tn (x) for  any given x. 
Where this was  done (so far in an exploratory manner), a smooth behavior has 
always been found. 
5.  The Zero Pressure Limit 
In the limit P --c 0 ,  the presentation of Ref. 5 becomes undeterminate; e. g. , 
the equations fnr stresses aiid rotiiiion (Eqs. (73),  (74),  (76) ,  1.c.) contain, in 
their  more important te rms ,  respectively 
4 
On the other hand, in the presentation of Clark , 
of zero  pressure,  the stresses are given essentially 
who investigated the case 
by a function Ti, and the 
rotation by a function Tr ;  comparison of the numerical tables in Refs. 4 and 5 
shows that (apart from minor numerical discrepancies) 
fA p=O = Ti ; gAp=O = Tr 
That is, in Ref. 4, f A ,  gA seem to take the places of gB, fB. 
This riddle is readily resolved. We show first that Eq. (28) is correct.  
4 Clark uses a complex function 
T = T  + i T  r i 
and defines 
TI?  - i X T = 1 
(T?? -c 0 for x -c 0) 
Separating real and imaginary par ts  in Eq. (29) yields 
T I ' - G T  = O  
1 r 
T" + X T. = 1 r 1 
If we insert  Eq. (28) this becomes identical with the limit p + 0 of Eq. (20). 
It follows that Eq. (28) is correct .  
In order  to discuss the functions fB and gB, set  
and insert  into Eq. (21). Then 
- 1 1  - -  g g - x f g =  0 
- 
-l! f g + x g g  - - - p f B  = 1 
Comparison with Eq. (20) shows that 
so  that in Eq. (27) 
fB + 1 
--T (as P + 0) gB - + T i  ; -P P r 
By means of Eq. (30), the asymptotic limits of the result of Ref. 5 transform 
into those of Ref. 4 as p + 0. 
Equations (28) with (23) , (18) and (14) also establish that for p -c 0 the two * 
coordinates, x and x become identical, and that 
On the other hand, Eq. (18) becomes undeterminate for T as p -. 0. In order 
to resolve this difficulty, eliminate first T 
1 
next Ti in Eq. (29a). Thus ry  
($ TY)" + ;Ti = 1 
(+ T;)" + x T = - 2 
r -3 
X 
Comparing these equations with Eqs. (9) and (4), setting = 0 ,  
that the first confirms again Eq. (31) , while the second leads to 
= 1, we find 
Equations (30), (31) and (32) a re  the complete 
between the three sets of basic functions. 
- 1) ( p  = 0) (32) 
relations, for the limit p = 0 ,  
4 A note on published numerical tabulations for p = 0: the tables by Clark 
give 3 decimals with a number of rounding-off e r r o r s ;  in a few cases ,  the last 
digit deviates by two units. Five decimal tables have been published by Hete'nyi 
and Timms'; these tables a re  correct up to x = 2.6 (disregarding a minor round- 
ing-off e r r o r  at; = 2 .0 )  but the tables for T. and T! contain an oscillating e r r o r  
as x is increased further; the maximum e r r o r  is ten units in the last digit. The 1 1 
reverse is true for the four decimal tables of Rossettos and Sanders'; as afore- 
said; these tables a re  accurate for  ; large but the last digit is unreliable for 
x + o .  
- 
6. The Membrane Limit 
* 
In the limit p -. 1 the factor f3 -0, and the fourth order  equation Eq. (9) 
reduce to a second order equation. Such a reduction is of some mathematical 
interest; one would like to be sure  that the smooth interpolation that is suggested 
by Fig. 4 i s  indeed valid. That this is the case will be shown here by means of 
analysis that becomes exact asymptotically as p -c 1. In this analysis, use is 
made of a formalism that was  developed in Ref. 7. 
* 
The functions that a r e  denoted by To and T in Ref. 7 are identical respectively * 1 
to the limits P -. 1 of the functions T i  and T* a s  defined in this paper. In the 
present section we denote these limit functions by T* 
1 
n '  
StarLig from Eqs. (19) , we use L e  transformation 
4 -  - n-l ; K A = 1  X = K X  ; g n = K  gn ; f  = K  - - n+2 
fn n 
and obtain 
i n - 6 i ; + X i n  = 0 
i3 - xn ; 6 E - - -3/2 
-3/2 A 
gtl + x in n 
Setting 
- *  - f E x T n + 6 u  n 
* - gn E -T + 6~ n 
inserting into Eq. (33) and neglecting terms of higher order in 6, we obtain 
u + X V  = (X T*)" n 
V'l + x u  = 0 
from which 
(33) 
The solution of this equation is given in Ref. 7, Table 4: 
- 2  * - 3  1 - 5~ T~ - 2~ T:' - lou0 (n = 0) 
1 
16, 1 3 2  - 5X2 7'; - 2x3 T;' - 10Ul (n = 1) (35) 
v = -  
Equation (35), where v is expressed by means of tabulated functions, is asympto- 
tically correct  fo r  6 '0, that is, p -. 1. Corresponding formulae for u ,  thence 
fn  and gn, thence fn and gn, and finally Tn follow directly; again, 
by Eq. (12) .  We list here some characteristic results: 
* 
- - 
is determined 
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0 
C 
I I  
2 0 
0 
C 
\ C 2 + v  3 - vo 1 
0 -~ : T; (0) = 7;- " O L  -  I-+- \ 1 - C 
The constants that appear here are 
* 
C o  To (0) = 1.31103 ; C = Tf'(0) = 0.59907 1 
1 
V o  I - V ( O )  = - (IOU (0) - 1) = 0.8066 16 0 
1 v1 I V I  (0) = 16 (3 - lOU; (0)) = 0.0281 
The asymptotic formulae Eq.(36) agree,  within the expected accuracy, with the 
numerical values available for p = 15 (from Ref. 5 and from our  more accurate 
computer results, Appendix A ) .  The limit tangents to the t j~ -functions in Fig. 4 
are 
2 . 4 0  fo r  -Ti (0) * -  _ - - -  3 d 4 ,  f 
dP* d6 2 . 0 3  fo r  Ti (0) 
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The foregoing results allow a ready proof of a point that was  made in Ref. 1. 
Figure 6 of Ref. 1 shows the nondimensional torus stiffness 
- -  
(compare Eq. (38) below) over po/p = 0 . 7 / p .  Now A, T ' (0)  and c are all of 
the form a. - 4 a1 , while g -  6 .  Thus S* ( p , / ~ ) ~ / ~  is of the form So + (po/p) 
and, plotted over p /p, has a horizontal tangent at the membrane limit (further- 
more,  the contributions to SI of the two terms in S have opposite signs and tend 
to cancel each other). It follows that the result of membrane theory remains 
asymptotically valid for finite shell thicknesses h. 
3/2 
1 
S1 
* 0 
A s  an illustration, assume , as in Appendix C , that the thickness h of a 
given torus  shell is being varied, and that p is varied simultaneously such that 
the mean stress E E remains constant. Then 6 - h2, and the actual (dimen- 
sional) shell stiffness takes the form S = a. h + al h . The term a. h here is 
the result  of membrane theory; the second term is negligible if h is small (Ref. 
1 ,  Fig. 7) .  
3 0 
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111. COMPARISON WITH EXPERIMENTAL RESULTS 
1. Survev 
The test  program is described in more detail in Appendix B. Figure 5 is a 
schematic drawing of the model: a complete circular torus shell made by ex- 
plosive forming of a preform welded from flat aluminum sheets. The analysis 
refers to the actual measurements of the middle face of this shell;* these a re  
overall diameter D = 2R (1 + a) = 54.4 inch 
meridional radius R = 1 1 . 5  inch 
opening ratio a = 1.365 
The actual mean shell thickness at  the crown is h = 0.0627 inch; thus R/h = 183. 
The model shell was  supported at  i t s  outer r im,  was  pressurized to eight 
levels of the internal pressure p, between p = 0 ( p  = 0 ;  k = 7.42) and p = 30 psi 
( p = 3 . 3 6  ; k = 5.94) and, at  each pressure level, was  loaded by an axial force 
P,  both upward and downward. Three levels of load intensity were applied at 
each pressure p,  selected to produce axial deflections of about 1/16 inch, 1/8 
inch and 1/4 inch. The overall stiffness of the shell was found to be practically 
independent of the load level. Certain nonlinearities of the detailed shell beha- 
vior occurred; these will be discussed. 
The main model instrumentation consisted of strain gages and deflection 
gages on one meridian of the upper half-shell. The thickness at the crown here 
is 0.0615 inch. The strain measurements have been transformed into shell 
s t resses  and moments. The elastic constants 
7 E = 1.07  x 10 psi (from our coupon tests) 
v = 0 . 3 2  (Poisson ratio) 
were used in this transformation. 
Where applicable, the effects of pressurizing the shell and of applying an 
axial load to a pressurized shell wi!! he considered separately. In the presenta- 
tion of the results of applying a load, this load will always be assumed to be 
*Figure 5 gives nominal measurements. 
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directed downward, as  in Fig. 1; the effect, measured on the upper half-shell, 
of appiying an upward load will be interpreted a s  the effect on the lower half- 
shell of applying a downward load. 
Two types of comparisons with analytical results will be made. The 
analytical predictions for  the three most significant quantities, namely, overall 
axial stiffness S, crown shift x and crown ring force N 0 80’ 
throughout the range of applied internal pressures. On the other hand, where 
local s t resses  and displacements a re  presented along the shell meridian, only 
the analytical result  for P = 1 (that is, p = 8.92 psi) will be shown. 
were evaluated 
The analytical resul ts  shown are  those that a r i se  from the asymptotic 
theory that is discussed in Chapter 11. In a few cases,  the correction that 
would be obtained by evaluating more complete shell equations has been 
estimated and will be indicated. 
2. Stiffness, Crown Shift and Crown Ring Force 
The asymptotic formula for the overall stiffness S under axial load is 
(Ref. 1 Eq. (48)) 
r 
’ c R  )/3(1- v 2 ) 
Figure 6 shows S a s  predicted by Eq. (38) together with measured stiffnesses. 
In Fig. 6, S is given in te rms  of the load P that is required to produce a 
central axial deflection of 1/4 inch, In the case of the test  results,  actually 
applied load and measured central axial deflection have been referred to this 
standard deflection of 1/4 inch. This procedure was used to evaluate all load 
effects; that is, all load curves shown below are referred to the same standard 
deflection. 
with the highest applied load, i. e. , the tests with a nominal deflection of 1/4 
inch). 
(In general, the results shown are those obtained from the tests 
The important role of the pressure stiffness is clearly demonstrated by 
Fig. 6. The initial model stiffness is aboui duriblled by zpplyh~g 83 i n t e r n d  
pressure p = 11 psi.  Conversely, extrapolating to the left,  one recognizes 
that an external pressure p z 11 psi  would reduce S to zero. 
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The pressure po = 6.5 psi  is that pressure where, in the analysis, the 
contributions from pressure stiffness and bending stiffness (the two terms' 
in the bracket of Eq (38)) are about equal, and might be considered to be the 
center of the transition range. The bending stiffness contribution, whic,h is 
100% fo r  p = 0 ,  has already decreased, not only in its relative but also in its 
actual magnitude, a s  p is reached, and decreases further as p is increased 
beyond p 
0 
0 '  
Several analytical results are shown. "Asymptotic analysis" arises from 
Eq. (38) with accurate values of A, 
curve, taken h u m  ine eariier version of Hef. 1, A, B and T'  (0) had been 
calculated by an approximate method; by coincidence, this approximation fits 
the test points even better than does the accurate curve. 
2 to a correction (of relative order l /k ) that is given in Ref. 1 as resulting 
from evaluating the membrane equation in a more complete formulation (Ref. 2). 
The same improvement should also be applied to the accurate curve. When 
this is done (not shown in Fig. 6) the maximum difference that remains between 
test and "corrected accurate" analysis is 4%. 
and Ti(0).  For the "Palm Springs" 
1 
"Improved" refers 
The curve "Membrane theory" is the result  of neglecting the shell bending 
stiffness in the analysis; it is added as an illustration. In it, the ''improvement" 
has been incorporated. 
In judging the degree of agreement that is shown in Fig. 6, one has to recall 
that even the "more complete formulation" (Ref. 2) is not exact but allows 
2 e r r o r s  that may also reach the relative order l /k  . Considering further the 
uncertainty of determining experimental parameters,  the agreement between 
theory and experiment as shown in Fig. 6 is as good as can possibly be expected. 
In fact, the accuracy of the analytic prediction that is achieved in Fig. 6 for  an 
integral quantity, the axial stiffness, can hardly be expected in all details. 
This is illustrated by Fig. 7, where the crown shift x is shown. 
A s  the shell is pressurized, its crown moves inward (toward the axis) by 
0 
the distance xOOR; as an axial down load is applied to produce an axial 
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deflection A-R, the crown moves outward by x R on the upper half-shell, and 
move6 further inward by xo1R on the lower half-shell. The total crown shift, 
thus, is 
01 
x = -x + X  0 00 - 01 
The analytical predictions are 
Ak F klr  0 
; xol  = - xoo - 2c - 
4c 
,  lr A 1- 
VaL - 1 (39) 
Figure 7 shows, firstly, that xoo, the crown shift due to pressure,  
analytically predicted to be quite small, was measured an order of magnitude 
larger. 
demonstrates a consequence of a local imperfection of the shell. In our test 
arrangement, the meridian where s t ra in  gages and crown shift meter were 
to be fixed had to be diametrically opposed (Fig. 5) and had to be situated 
symmetrically removed from the meridional welds, After allocating the more 
perfect one of the two available meridians to the s t ra in  gages, we were forced 
to fix the crown shift meter at a place where the shell had a local imperfection, 
Fig. 8. Thus the crown shift meter (which measured the rotation p of the shell 
point x = 0 rather than the actual movement of the crown) did not in fact meas- 
ure  the analytical quantity xoo but measured instead the straightening out of a 
local imperfection by the internal pressure p. 
This does not, however, imply a failure of the analysis; it simply 
In spite of this local imperfection, good agreement between theory and 
test was obtained for the crown shift xol due to load; in fact, evaluation of the 
more complete shell equation would move the analytical curve down by about 
2% at p = 30 psi  and would thus yield an even better agreement, This observa- 
tion will be seen to be generally true; imperfections of the shell may strongly 
affect the reaction of the shell to internal pressure,  but have only little effect 
on the reaction of the pressurized shell to an axial load. 
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A significant observation in Fig. 7 is that x varies relatively little between 01 
p = 0 and p = 30 psi, in a pressure range where the stiffness S increases Cery 
considerably, Fig. 6. Indeed. the number c in E y .  (39) is practically a constant, 
see  (16); the change in x 
number k a s  p is increased. 
that is seen in Fig. 7 illustrates the decrease of the 01 
Figure 9 shows the ring force N at the crown point x = 0. Pressurization e 
alone produces a tension force N which does not differ much from the result 
N = pR/2 of linear membrane theory. An axial down load adds compression 
at  the upper, tension at the lower crown. These additional crown s t resses  
hecome the critical desigr~ s t resses  it the axial load is sufficiently large; in 
particular, they might produce buckling of the upper crown. Analysis predicts* 
e 
e 
r 1 
k4 I TY (0) 1 x0 (40) 
NO0 = 2 a 1 - T;(O) + ___ 
It is seen from Fig. 9 that the ring force due to load increases considerably 
less  with increasing pressure than does the axial load, Fig. 6. 
The agreement between theory and tes t ,  excellent in the case of the pressure 
effect, is not more than fairly good a t  high pressures  in the case of the load 
effect. Here evaluation of the more complete shell equations would move the 
theoretical curve down slightly, but not enough to produce complete agreement. 
On the other hand, control strain gages that had been placed at  the insides of 
other crown positions, Fig. 5, measured higher strains under load at high pres- 
sures .  It seems that the steep local maximum of the ring force Ne that occurs 
at the crown, see below Fig. lob,  is more sensitive than other effects of the 
axial loads. Indeed, the measured Ne0 was somewhat nonlinear with respect to 
load; this, perhaps, indicated a shift of the maximum ring force as the actual 
crown moved; see below. The tes t  points in Fig. 9 have been obtained by  inter- 
polating for  zero axial load, in accordance with the assumptions of the analysis. 
The actual maximum load produced slightly smaller central ring forces N 
see Fig. lob. 
eo 
~~ 
4 *In the limit p* = 0 ,  both Eq. (40) and Eq. (38) agree with the results of Clark . 
NF)O 
(lb/in. ) 
eo (pressure) 
- Pressure p (psi) 
Fig. 9. Ring Force at Crown 
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3. Stresses and Bending Moments 
Figures 10 and 11 show direct  stresses and bending moments. Of the test  
results, only those for  multiples of p = 10 psi are shown, and curves between 
test points have been drawn only where this helped the presentation. In Figs. 
10a and l l a  (pressure only) double points are sometimes shown; these refer  to  
tests on two different days and thus indicate the degree of reliability of the 
test results. In Figs. 10b and l l b  (stresses due to loads) only results for the 
upper half-shell a r e  usually shown. 
In the diagrams, sin + is the abscissa,  and the torus axis is to the left. 
in each case, one analytical curve is given; this curve refers to p = 1, p = 
8.9 psi, as aforesaid, and should be compared with the test results for p = 
10 psi. 
0 
+ In Fig. 10a (pressure only) the test points fo r  the meridional stress N 
agree closely with the results of linear membrane theory - as they should 
according to Ref. 2. An exception occurs at sin +o = -0. 6. A t  this strain 
gage point, the shell thickness is increased to h = 0.101 in. ; it l ies about 8 
shell thicknesses away from the weld at sin +o = 0.53. Neither observation 
seems to explain the somewhat high stress that was here measured (compare 
also Fig. l l a )  . 
primary concern here. ) 
(However, in a region away from the crown that is not of 
The test  points for Ne in Fig. 10a show the predicted type of behavior. 
The deviation from linear membrane theory, predicted to be 18% for a = 1.5 
in Ref. 2 ,  is slightly larger here because the opening ratio a is somewhat smaller.  
In Fig. 10b (load effects) N is always quite small, and the agreement between + 
theory and test is as good a s  could be expected. The ring s t r e s s  Ne is much 
larger ;  in general, the agreement between theory and tes t  is good. At the left, 
curves connecting test points for  p = 0 and p = 30 psi  are drawn. These curves 
show an increasing wave length with increasing pressure,  indicative of the 
corresponding decrease in k and, therefore, increase of the width of the crown 
range. 
The experimental s t resses  Ne a t  the center +o = 0 appear to be slightly low; 
partly this i s  due to the fact that in Fig. lob ,  as distinct from Fig. 9 ,  the 
actual experimental s t resses  at maximum load a r e  shown. 
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In this connection we should first turn to Fig. l l b ,  the bending moments 
due to axial load. * Here, for both M and Mo, the test points for p = 10 psi ,  9 
upper half-shell, have been connected by continuous curves. While general 
chacacter and amplitude of theoretical and experimental curves agree fairly 
well, there is a distinct phase shift toward the right in these experimental 
curves. On the other hand, the test results for the lower half-shell, which 
are indicated by dashed curves, show a corresponding (but lesser) phase shift 
to the left. 
Investigating this phase shift, we found that it var ies  linearly with the axial 
load, and that the apparent contradicting between theory and experiment is re- 
moved by a combination of a hypothesis (1) and an observation (2): 
(1) The effective initial crown point in the range of the strain gage 
meridian was displaced from its nominal position outward by A +  z 
0.025 (that is, by a distance RA4 = 0.3 inch). 
(2) As the shell crown shifts due to the application of an axial load 
(crown shift xol) the bending moment distribution tends to move 
with the crown. This is a nonlinear effect; the (quasilinear) analysis 
had to assume that xol is infinitesimally small. 
The imperfection that is assumed in (1) is not indicated by Fig. 8 but, as 
an imperfection that may be an average over a range of meridians, it is within 
the practically achievable manufacturing tolerance. Indeed, Fig. l l a ,  bending 
moment due to pressurization, might be indicative of a local deviation from 
exact axial symmetry. Note that the scale of Fig. l l a  is ten times the scale 
of Fig. l l b ;  the measured bending moments are actually quite small. They 
*For the calculation of the bending moments, two sets of formulae were avail- 
able: the accurate formula according to the Kirchhoff hypothesis, Ref. 1 Eq. 
(20), and its simplified (Donnell-type) form, Ref. 1 Eq. (22). As expected, 
there were noticeable differences in the moments calculated from the different 
formulae, but only in the moments due to pressurization, Fig. l la,  which 
were small  themselves. Here the difference amounted to about 13% of the 
maximum value of M e .  (As shown in Ref. 1, these differences will cancel 
aut ai :----+:A- 1113GL C L W U  4- *‘I +ha I..” Y ahall .I-- pniiations. ) 
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are, on the other hand, considerably larger than the predicted bending moments. 
In this’respect, the situation described by Figs. l l a  and l l b  corresponds to the 
relation between test and analysis in Fig. 8 for the two crown shift contributions 
xob and xol. 
4. Local Shell Deflections 
, 
The local vertical shell deflections were  measured along a shell meridian 
that was close to the strain gage meridian. Only the deflections due to axial 
load at p = 0 and p = 30 psi are shown in Fig, 12 (the deflections due to pres- 
sure  only were too small). They were measured at fixed shell locations sin 
$o but are plotted over x = k sin +o rather than over sin Q 
tal displacement in Fig. 1 2 ,  between p = 0 and p = 30 psi, of corresponding test 
points. 
test  points for each halfshell  f a l l  on one curve. Indeed, the analytical deflec- 
tion curve, shown in Fig. 12 for P = 1, varies very little between P = 0 and 
P = m y  owing to the close similarity of the TI - functions in Fig. 3. 
this led to the horizon- 0’ 
It is readily seen that this horizontal displacement tends to make the 
Furthermore, the test points indicate a horizontal shift corresponding some- 
what to the one discussed above in connection with Fig. l l b .  
initial crown displacement A+ ~ 0 . 0 2 5  means A x  z 0.18 for p = 0 and A x  = 0 . 1 5  
for p = 30 psi  in Fig. 12. 
Note that an 
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IV. IMPROVEMENT OF THE ASYMPTOTIC SOLUTION 
Equation (l), the starting point of the asymptotic analysis, a r i ses  from the 
quasi-linear theory, Ref. 1, by developing the two differential operators which 
respectively represent pressure stiffness and bending stiffness in series in 
descending powers of k, Eq.(6), and neglecting all t e rms  but the first one in 
each series. 
An improved analysis a r i ses  if also t e r m s  of relative order l / k  in the 
stiffness operators are considered. These are the te rms  which have the 
coefficients d and e in Eq.(6), and corresponding coefficients and e" in the 
bending stiffness operator. The amended operators replace T i  and !f'r in 
Eq. (9); thus modified, Eq. (9) defines improved basic functions Tn which may 
be written as 
1 
Tn + A(d,  e, 2, g)/k 
A s  defined so far the corrective function A itself contains te rms  with (l/k) , 
but, in order to be consistent, we should discard these higher order terms; 
that is, we should replace A by its asymptotic limit for k+ 0 0 .  Doing this, we 
find that Tn takes the form 1 
-- .,- 1 Tn = Tn + (d6 + e € +  d6 + ec)/k (41) 
in which 6 ,  E . . . are influence functions for the individual coefficients d, e.. . 
These influence functions, just as the functions Tn themselves, are well defined 
functions of x and of the transition parameter p*, and may be tabulated once and 
for all. 
There are four such functions for each n in the transition range itself; the 
required number reduces to two at  each l imit .  In Ref. 7 ,  where this ''in- 
flnence fmctinn method'' is discussed in detail for the limit case p* = 1 (i. e. , 
the membrane) the influence functions 6 and E that are required in this limit 
have been tabulated. In Ref. 7, the method is followed through, by including 
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terms of higher order in (l /k),  in an investigation of the convergency of the 
method. These higher order te rms  involve increasing numbers of influence 
functions. However, in practical applications only the first order influence 
functions wil l  usually be considered, and the subsequent remarks will be re- 
stricted to these. 
It is shown in Ref. 7 that the influence functions are relatively small com- 
pared with the Tn, and converge to zero more rapidly than T as 1 x 1 -c 8 .  
as the coefficients d,  e.. a re  of order l/a, and as k is supposed to be large, 
the corrective term in Eq (41) is relatively small  a fortiori. This is the reason 
why ihe asymptotic analysis, Chapter 11, is often sufficiently accurate for prac- 
tical applications, Chapter 111. 
Thus, n 
The influence method was first developed in Ref. 7. The method of Refs. 
3,  4 and 5 is characterized by the use of a transcendental transformation of 
Liouville type, with the aim to absorb the te rms  of order (l/k) into transformed 
forms of function Tn and coordinate x. However (apart from involving undesir- 
able numerical complications) this method requires that x be small, Thus, for 
x = 0 the result of the transcendental transformation will agree, in its te rms  of 
order (l/k), with the (exact) result of the influence function method, but it will 
not necessarily be correct (even in its terms of order l/k) for x large. 
The comparison between the two results is shown in Fig. 8 of Ref. 7 (where 
the higher order te rms  in the result  of the transcendental transformation have 
been eliminated in order to simplify the comparison). It is found: the trans- 
cendental transformation yields the correct result  for all values of x in the case 
of the influence function E , but only for x = 0 in the case of the influence func- 
tion 6 .  
It follows that the influence function method, apart  from being simpler in 
its application, is also more accurate. 
Preliminary considerations show that, like the functions Tn, the influence 
functions should vary little as the transition parameter p* is varied. One point 
should be mentioned, however: it is shown in Ref. 7 that the influence functions 
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for p* = 1 are closed form expressions in terms of the T 
to be the case for arbitrary values of p*. In consequence, it appears that de- 
termination by means of numerical integration will be required. 
This does not seem n' 
So far we discussed methods of improving the asymptotic solution in the 
range of the shell crown. A different type of problem arises from the fact that 
away from the crown the asymptotic solution converges toward the membrane 
solution. Shell boundary conditions may be given which a re  not fulfilled by the 
membrane solution. 
boundaries are sufficiently far apart, s o  that one has to deal with separate 
boundary layer problems. The required homogeneous solutions of Hankel 
type will be oscillatorily convergent as far as they are determined by bending 
stiffness (compare e. g. , Ref. 8) but will be monotonically convergent as far 
as they are determined by pressure stiffness (Ref. 7). 
This poses no new problem if crown range and shell 
If crown range and boundary layer interact, direct  numerical integration 
(Appendix A) appears to be indicated. This wi l l  be the case in particular if the 
shell opening parameter a is large. The coefficients d, c - - - to the te rms  of 
order  l /k will be small in this case,  and in this sense the asymptotic analysis 
would seem to become more accurate; however, k decreases as a increases, 
and in consequence the width of the crown range grows. 
analysis becomes meaningless if the crown range is no longer small but covers 
the whole of the shell. 
The asymptotic 
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V. CONCLUSIONS 
The asymptotic analysis of the mechanism that develops at the free crown 
of torus-type pressurized shells of revolution, previously developed in Ref. 1, 
has been brought into a form where the solving functions, Tn, vary only little 
in the transition from the shell without internal pressure (p* = 0) to the pres- 
surized membrane (p* = 1). Relations to and between previous publications 
have been established, and the transition from the fourth nrder problem 
(p* < 1) to the second order problem (p* = 1) has been discussed quantitatively 
in some detail (Chapter 11). 
The asymptotic analysis should be adequate if  the crown range, measured 
in t e r m s  of the length R/k, is reasonably small compared with the meridional 
dimension of the shell. 
Chapter 111, where k = 6 o r  7 .  In this comparison, the effects of pressurizing 
a torus shell and of applying an axial load to a pressurized shell are considered 
separately. 
and Ne. These are adequately predicted. On the other hand, crown shift xoo 
and bending moments M and M e ,  all of which are quite small, have been 
found to be very sensitive to small, and practically unavoidable, deviations of 
the actual shell from its design ideal. * 
This is confirmed by a comparison with test results,  
The primary effects of pressurization are the direct forces, 
Axial load produces both forces and moments. All  of these are adequately 
predicted if the load is small; so a re  the vertical shell deflections. 
load is sizeable, then the system of shell stresses and shell deflections has a 
tendency to move with the shell crown as the latter moves, due the application 
of the load. 
the overall magnitude of the s t resses  and deflections, cannot be predicted by 
the quasi-linear theory. 
If the axial 
This nonlinear effect, which does not, however, seem to affect 
The effects of axial load have been presented referred to a standard overall 
shell deflection rather than a standard load. With the deflection standardized, 
the crown shi f t  under load, the shape of the shell deflection and the ring force 
*The critical operation in trying to manufacture an accurate circular torus 
shell was the welding together of the two half-shells (Appendix BI .  
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Ne are all relatively little affected by the internal pressure p, even though the 
required axial load (i. e. , the shell stiffness) increases considerably as p is 
increased. 
The asymptotic analysis will usually be adequate for space type structures, 
and, generally speaking, whenever the assumptions of a quasi-linear thin shell 
analysis are justified, supposing that the torus opening ratio a is not large. A 
first order improved analysis, developed in Ref. 7 for the membrane case, 
and its relation to the Liouville transformation used by other authors have been 
discussed (Chapter IV). A digital computation procedure which is generally 
suitable for  the numerical integration of the quasi-linear shell equations has 
been developed (Appendix A) and has been used to determine the accuracy of 
previous tabulations. None of these turned out to be fully reliable. 
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APPENDIX A 
COMPUTER PROGRAM 
Consider the general second order equation 
af + bf' + cf" = d (A-1) 
defined in x l L  x <x2, and with one boundary condition given at each end. In 
principle, the numerical solution can be obtained by calculating initially two 
solutions, one inhomogeneous, one homogeneous, fulfilling the boundary con- 
dition at xl, and combining the two to fulfill the condition at x2. In practice, 
both initial solutions will usually diverge exponentially; thus, if x1 and x are 
sufficiently f a r  apart, all available accuracy will disappear when the initial 
solutions are combined. 
I 
2 
This "two point boundary value problem" arises frequently, and various 
methods to circumvent the difficulty have been used, e. g. , Refs. 2, 5, 9 and 
10. The method of Refs. 5 and 10 is a Gaussian elimination scheme which is 
based on a finite difference presentation of the given differential equation. By 
going through the integration interval twice, first in one direction, creating a 
se t  of auxiliary quantities, and then in the other direction, calculating the 
solution f ,  the use of the homogeneous solution is avoided. 
has found wide acceptance in the last few years,  is now usually called Potters' 
method. 
This method, which 
It should be possible, and indeed it is, to formulate an analytical equivalent 
to Potters '  method. As an example, assume that fi is one of the given boundary 
conditions. Set 
f '  = u + v f  (A-2) 
Any solution of (A-2) will also be a solution of (A-1) (as is readily verified) if 
a + bv + c (v' + v2) = 0 (A-3) 
bu + c (u' + uv) = d (A-4) 
A- 1 
To find f ,  integrate first (A-3 and A-4), starting from x = x 
conditions u1 = fi; v1 = 0. With u and v thus obtained, calculate f by int6grating 
(A-2), starting from x2, and with the boundary condition there given. 
with boundary 1' 
. 
To illustrate the working of the method, consider 
f - f "  = A * 
The solution is 
x = o  1 
f = A + f i s inh  x + B cosh x 
If, in the standard method, both the initial solutions are calculated numerically, 
starting from x1 with an arbitrary B, then both will diverge, and will be almost 
undistinguishable for x large. On the other hand, the auxiliary functions 
for x + w 
u = f '  sech x - A  tanh x -. - A 
v = t anhx  - 1  
1 
remain finite, and integration of (A-2) presents no difficulty. 
If (A-1) is homogeneous (d = 0) then u 0 is a possible solution of (A-4), 
and (A-3) becomes the Riccati equation of (A-1). 
analytical equivalent of Potters' method may be called the Riccati method. 
For this reason, the present 
While the two methods are equivalent in some senses,  the Riccati method 
is more general and, potentially, is much more efficient. In Potters' method 
one sets 
= a. + b.f. fi-l 1 1 1 
and finds 
2 2 
where 6 is the finite step size. In the limit 6 -c 0 one has ui-c u; 
With 6 # 0 but very small, one has to car ry  the 1 in bi, and this 
necessity of carrying useless decimals. * 
a = -6ui  + O ( 6  ) ; bi = 1 - 6vi + 0(6 ) i 
VI+ v. 
leads to the 
*The authors of Ref. 10 found that the accuracy of their results decreased when 
they used a very small  step-size 6 .  This observation led us to look for an ana- 
lytical equivalent of Potters '  method. 
A- 2 
The relation between the two methods may be summarized by saying that 
Potters'' method uses  the finite difference formulation 
I 1 f p -  (f - 2f. + fi 1) 62 i+l 1 - 
which, while it is simple enough to make the Gaussian elimination process 
feasible, is also notoriously inefficient. The Riccati formulation, on the other 
hand, makes it possible to use, in the numerical integration, any one of the 
sophisticated computer methods that have been developed for this purpose. 
The Riccati method can, of course, be formulated for systems of differen- 
f tial equations and for arbitrary boundary conditions. We used it to solve the 
system 
2 -f +c  f "  - x g  = 0 
g l f + x f  = x  n 
compare Eq (33), with C = P - ~ ' ~ .  Setting 
Cf' = c u  + u1 f + pg 0 
g ' = v  + v  g + C v f  0 1 
we had to solve initially the set, corresponding to (A-3 and A-4) 
n 
Y v ; + v  v + c v u  = x 
v' + v2 + v p  = 0 
0 1  0 Cub + UlU0 + pv 
c u i  + u1 + c p v  = 1 
= 0 0 
> 1 1  
2 2  
2 C v ' t  cv  v + vu = -x 1 1 CP' + u p  + CPVl = x 
1 with the initial conditions at x = x 
u 0 = f ' ; u l = O ; p  = o  
v 0 = g ' ; v 1 = 0 ; v  = o  
The Bowie integration procedure was  selected f o r  our exploratory calculation. 
As this required knowledge of the midpoint values of the auxiliary functions 
uo, u1 . . . for the backward run, this r u n  was made with the step-size 26. 
A-3 
Computer runs for p = 0 were also made, but with a modified set  of equa- 
tions. For  the forward run we tried 6 = 1/8,  1/16, 1/32 . . and found tEat 
at  least 6-decimal accuracy was  obtained with 6 = 1/64. We made runs with 
x = -5 and with x1 = -10; the latter value was  finally selected because it 
allowed more accurate starting values to be determined (from asymptotic de- 
velopments) and because it left enough room fo r  edge effects to die out. The 
integration was continued through x = 0 up to x2 = lxll ; the accuracy of the re- 
sult could readily be checked by means of the symmetry conditions. 
1 
The time used by the IBM 7094 computer for one complete run (one pair  of 
vaiues p ,  n) was about 1 minute. 
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APPENDIX B 
MODEL MANUFACTURE AND TEST PROGRAM 
Figure 5 is a schematic presentation of the basic model design. The torus 
shell was made from two identical half shells, each produced, by means of ex- 
plosive forming, from a preform (lower half of Fig. 5) consisting of a horizon- 
tal flat washer and two conical parts welded from flat sheet material. The cen- 
One I ter part  of each half-shell was a cup that had been made by marforming. 
such preform is shown in Fig. B-1, set into the die and ready to be formed ex- 
plos ively . 
The preforms were made from 2219-0 bare aluminum. The increase in 
wall thickness toward the center (Fig. 5) was dictated by an analysis of the 
stresses to be expected in the welds. A l l  welds, except the weld that tied the 
two half-shells together at the outer circumference, were heat treated and aged 
to a nominal ultimate strength of 50,000 psi; the nominal strength of the last 
weld was 30,000 psi. The completed shell w a s  proof tested to an internal pres- 
’sure p = 60 psi. At this pressure,  the safety factor of all welds with respect 
to the critical stress ( N  0’ 
cracks in welds that had developed during heat-treatment reduced the nominal 
safety factor to 2 locally). 
see Fig. loa) * w a s  above 3 ( a  few repairs  of 
Where feasible, automatic welding was used on the half-shells. In all cases, 
careful alignment of par ts  to be welded was required but not easy to achieve. An 
elaborate rotating weld fixture with holding clamps was built for this purpose. 
The explosive forming, into a die made of kirksite, the forming part  of 
First, by which had been machined on a lathe, was  done in several  steps. 
means of one or two explosions, the preform was shaped close to but not touch- 
ing the wall of the die. The preform was, then heat-treated. The resulting 
~~ ~ 
*It  can be read from Figs. 10a and 10b that at the crown due to =id !sad, 
N at 60 psi. applied at p = 30 psi, reached about the same magnitude as 
There is, however, no weld close to the crown. 4 
B-1 
B-2 
distortion was  eliminated, and the final shape was achieved, by means of a 
final (sizing) explosive shot. After this,  the half-shell was subjected to aging. 
b 
Before, between and after each operation, all welds were carefully inspected 
with the dye penetrant technique and were repaired as necessary. Some X-ray 
inspection of welds was done, but only with trial welds, not with the actual 
model. 
The manufacturing operation that was most cri t ical  for the accuracy of the 
final model was not the explosive forming but the joining together of the two 
half-shells. Figure B-2 shows details. The required strength in the center 
(a) was achieved not by a weld (the purpose of the weld here is to contain the 
internal pressure) but by a prestressed locking bolt with two heavy washer 
plates. Critical were both the machining of the outer edges of the half-shells 
in preparation for making the outer weld (b), and the welding operation itself. 
Before the two half-shells are welded together, each of them is a rather 
flimsy structure and is easily deformed. To cut the outer edges requires 
that the half-shell be held rigidly in its correct shape. The original intention 
hhd been to achieve this by means of a male plaster casting, made from the 
half-shell sitting in the forming die. The cast did not, however, provide 
proper stability, and a special fixture had to be built. 
Not only was the circumferential accuracy of the edge critical but so also 
was the height of the cut. The latter had to  be determined by predicting the 
shrinkage that would occur during the final welding operation. For this purpose, 
a number of tr ial  welds were made. It was found that the shrinkage varied con- 
siderably, between 0.01 and 0.03 in. Presumably, s imilar  variations occurred 
circumferentially on the production weld, in spite of precautions taken, and 
contributed to local shifts  of the crown from ideal that were found on the com- 
pleted shell. 
Before the final weld was made, back-up rings were spotwelded to the edges 
(Fig. B-2) (b), to aid in the alignment of the edges and to  act as heat sinks. The 
perimeter was tack welded at 1-1/2 inch increments before the actual welding 
was done. 
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The model was completed by inserting the central locking bolt and prestress-  
b 
ing it beyond the maximum central expanding load that w a s  to occur during the 
test program (about 22,000 lb at 30 psi). 
The model instrumentation consisted of strain gages, deflection gages and 
Two element strain gage rosettes were  bonded along the a crown shift meter. 
left upper meridian of Figs. 5, B-3 and B-4 at the following positions: 
+ o =  -55' ; -37' ; -25O ; -17' ; -12' ; -8' ; -4' 
55' ; 37' ; 25' ; 16' ; 10';  5' ; 0' 
- - - 
- - - - 
At  the underlined positions, back to back rosettes w e r e  affixed, one to the in- 
side, one to the outside of the shell, in the two principal directions. At  the 
positions not underlined, and also at the three additional crown positions (Fig. 5) 
only inside gages were affixed (to make more detailed testing possible later). 
These inside gages were read during the tests but the readings were not system- 
atically evaluated. 
I 
I 
I 
The deflection gages were  mechanical dial gages; Figs. 5, B-3 and B-4. 
The two pairs of gagLs at the outer right and left and also the central gage 
read to inch. Gages reading to inch were positioned along the strain 
gage meridian at 
0 9 - = -38'; -18'; -9'; 0' ; 11' ; 26'. 
The crown shift meter (Figs.  5 and B-4) was  simply a pointer, fixed to an 
1/2-inch block that was  bonded to the shell at its crown. 
transit the sideways motion of a point near the top and a point near the bottom 
of this pointer, the angular motion of the pointer was  determined. 
By reading with a 
The overall test arrangement is shown in Fig. B-3. The model was fixed 
to a support structure,  a heavy cylinder with cutouts, by means of 100 T-shaped 
support lugs (Fig. B-4). To these lugs the model was bonded at its outer c i r -  
cumference, with 1/8-inch thick rubber buffers between lugs and model. 
The axial load was applied hydraulically through the central bolt. 
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The deflection gages were fixed to a vertical plywood plate (Fig. B-4), 
which rested on the supporting cylinder with knife edges and straddled thk 
model. 
< 
The electronic indicating equipment, for internal pressure p, axial load 
P and strains,  is visible in the front of Fig. B-3. 
Test pressures were 
p = 0; 3.1; 6.2; 10; 15; 20; 25; 30 psi 
Axial loads were applied both upward and downward, to correspond to a nominal 
central deflection 
A = 0; 1/16 inch; 1/8 inch 
in an exploratory test ser ies ,  and 
A = 0; 1/8 inch; 1/4 inch 
in the final test series. The corresponding axial loads can be read from Fig. 6; 
the load-deflection ratio was constant within the experimental accuracy (this im - 
plies,, that no indication of approaching shell buckling was found). 
A few test  observations follow which are not covered in Chapter 111 of the 
report, Readings from the two vertical deflection gages at the outer circum- 
ference showed that the model support (the T-shaped lugs) did not give meas- 
urably under load. 
overall diameter by 0.005 inch due to p = 30 psi,  a growth by an additional 
0.002 inch under maximum download (upper shell), and a corresponding re- 
duction under upload. 
(of the upper central washer plate) due to pressure alone, and about linear 
with pressure, amounting to 0.021 inch for  p = 30 psi. A s  the central locking 
bolt was prestressed, this motion could not have been due to a local separation 
of the two washer plates. 
an asymmetry of the model was being corrected by the pressure.  
The horizontal deflection gages indicated a growth of the 
The central deflection gage indicated an upward motion 
The only explanation' that remains seems to be that 
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APPENDIX C 
COMMENTARY ON A PAPER BY A. KALNINS* 
I 
1 
The fact that pressurization of a circular torus shell leads to bending mo- 
ll . ments near the two crowns of the torus was discovered by W. R. Dean 
Dean, and a number of other authors since, proposed to  apply linear shell 
theory to this problem. A. Kalnins seems to be the first to follow this through. 
H i s  numerical results,  obtained by means of modern computer methods, are I t 
I 
I indeed a very welcome addition to our knowledge. 
Kalnins' results do not, however, represent the actual behavior of a pres- 
surized torus shell with a small thickness ratio h/b. This is readily seen. We 
assume, as does Kalnins, that, as h/b is varied, the internal pressure p is 
varied simultaneously such that the reference strain pb/Eh remains constant. 
Kalnins' results imply that the maximum bending stress CT 
proportional to (h/b)ll3, which in turn would imply a curvature change 
(h,h)-2/3. From this result  (which is in agreement with analytical predictions) 
it follows that linear shell theory is not applicable as h /b  -. 0. 
would then be 
+b 
The explanation for this inconsistency lies in  the fact that a shell becomes 
stiffer when it is pressurized; a pressurized shell has a pressure stiffness in 
addition to its inherent bending stiffness. Linear shell theory disregards the 
pressure stiffness. 
take the pressure  stiffness into account (but neglects the bending stiffness) leads 
to  the result: (T - h/b, that i s ,  K~ = constant (i. e. , the deformed shape is 
independent of h/b). In this "quasi-linear" analysis, no difficulty arises as 
h/b -. 0. 
On the other hand, a membrane analysis (Ftef. 2) which does 
+ b  
On the actual shell, pressure stiffness and bending stiffness interact. A 
complete analysis has to take both stiffnesses into account. Such an analysis 
~~ ~ ____ ~~~~ 
*This discussion of Ref. 9 has been submitted to the Editors of the Journal of 
Applied Mechanics. It is reproduced here as an illustration of an aspect of 
the torus problem that has sometimes led to conceptual difficulties. 
C-1  
t 
3 
0 
r( 
h w 
\ 
P 
8 
b 
v 
ph/Eh = 0.002 
a/b = 1 . 5  
0.01 0.02 0. 03 0. 04 0.05 
h 
b 
-- 
Fig. C-1. M:ut i inun  Mer id iona l  Bending S t r e s s  Due to 
P r e s s u r i z a t i o n  
c-2 
has been made (Ref. 1) to determine the overall stiffness S of pressurized 
torus shiells with respect to  axial loads. It was found: i f  h/b is finite but small ,  
then the increase of S that arises from the bending stiffness i s  (about) cancelled 
by a decrease of the effect of the pressure stiffness on S. As a consequence, the 
result of membrane theory (Ref. 2) remains valid up to larger  values of h/b than 
might have been expected. 
Figure C-1 concerns the case of zero axial load to which Kalnins' calcula- 
tions refer. The curve "linear shell theory" describes Kalnins' results. The 
scope for "membrane theory" is taken from Ref. 2. The curve f7actualf1 takes 
both stiffnesses into account. At  the thickness ratio h/b = 0.005 that Kalnins 
discusses,  the linear shell theory result is too large by a factor a 2 . 7 ,  and 
the membrane theory result i s  correct  for all practical purposes. 
NASA-Langley, 1965 c-3 
